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 Nexgen are the UK exclusive agents for 
Ademsan Machinery 

Our company, Ademsan Machinery, is one of the leading 
suppliers of Building Maintenance Units (BMU), light 
construction machinery and equipment. Our production 
and support services departments are based in Istanbul, 
Turkey.

Together with 20 distributors in Turkey and 15 overseas 
(Europe, Asia & MENA regions), we manufacture our 
products primarily for the construction industry.  

Our carefully selected workforce has decades of combined 
experience to bring project design, manufacturing, 
installation, maintenance, and technical support services 
for Building Maintenance Units, Special Design Platforms 
and Rebar Cutting and Rebar Bending Machines.  

Both standard and custom-designed platforms are 
manufactured.

Our products undergo rigorous quality checks at all stages 
of production.

Production Areas
Building Maintenance Units

Façade Cleaning Machines

Electrical Suspended Scaffolding

Special Design/ Custom-Made

Rebar Cutting Machines

Rebar Bending Machines

Resistance Bending Machines
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Restraint Sockets Monarail Sections
On buildings where the total 
descent is 40m or more in
height, restraint systems are 
used for safety and security of
the platform.
In accordance with the building 
height, first band of restraint 
sockets are applied on the first 
40 m then each and every 20 m.
As per request the quantity 
and the ranges could be 
incremented.
Horizontal spacing depends 
on the width of the platform; 
application is performed 
approximately every 2 metres.
Connecting points of the sockets 

and their ranges are calculated 
in detail by our project 
engineers.
Sockets can be connected 
upon profiles or upon carrier 
elements.
Restraint socket systems consist 
of one female socket connected 
on the façade, a ring connected 
on the wire rope from the 
platform and a steel ring 
connected in between the joists.
Sockets can be either stainless 
steel or


